LumaSpec Vision LS-2BC datasheet

Bottom Back Light (2BC, BC series)

LS-2BC series - Backlights - 18 models

QR ,.780

Bottom-lit LED backlight in the BC series family with a finned heat-dissipation profile and side M3 nut slots usable for
installation; 21-24 mm thick.

Features

= High-brightness LED array arrangement for achieving uniform plane illumination.
= Large-area uniform illumination for transmissive contour imaging.

Applications

= Various size measurements, electronic component/IC outline inspection, film spot detection.

Common specifications

Voltage (V) 24

Colours Red, Green, Blue, White

Mounting X-M3 depth 4 (installation) on back; M3 nut slots in side profile
Heat sink Finned heat-dissipation profile

Cable length (mm) 500

Models

Power R (W) | Power W/B/G (W) § Emitting area (mm) § Outer size L x W x H (mm)

LS-2BC-30X30 0.86 1.44 27x27 44x44%21
colours: Red, Green, Blue,
White

LS-2BC-50X50 2.3 3.5 50x50 64x64x21
colours: Red, Green, Blue,
White

LS-2BC-70X70 4 6.3 70x70 84x84x21
colours: Red, Green, Blue,
White
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Power R (W) | Power W/B/G (W) § Emitting area (mm) § Outer size L x W x H (mm)

LS-2BC-80X80 80x80 94x94x21
colours: Red, Green, Blue,
White

LS-2BC-110X60 5.2 8.6 110x60 124x74x21
colours: Red, Green, Blue,
White

LS-2BC-100X100 6.9 11.5 100x100 T4x1M4x21
colours: Red, Green, Blue,
White

LS-2BC-120X120 10.4 17.3 120x120 134x134x21
colours: Red, Green, Blue,
White

LS-2BC-150X150 17.3 28.8 150x150 164x164x21
colours: Red, Green, Blue,
White

LS-2BC-200X120 17.3 28.8 200x120 214x134x21
colours: Red, Green, Blue,
White

LS-2BC-200X150 21.6 36 200x150 214x164x21
colours: Red, Green, Blue,
White

LS-2BC-200X200 25.9 43.2 200x200 214x214x22
colours: Red, Green, Blue,
White

LS-2BC-300X150 31.1 51.8 300x150 314x164x22
colours: Red, Green, Blue,
White

LS-2BC-220X220 27.6 50.7 220x220 234x234x24
colours: Red, Green, Blue,
White

LS-2BC-250X250 27.6 41.5 250x250 264x264x22
colours: Red, Green, Blue,
White

LS-2BC-280X280 48.4 69.1 280x280 294x294x22
colours: Red, Green, Blue,
White

LS-2BC-300X300 56.4 72 300x300 314x314x22
colours: Red, Green, Blue,
White

LS-2BC-400X300 72.6 103.7 400x300 414x314x24
colours: Red, Green, Blue,
White

LS-2BC-400X400 88.7 126.7 400x400 414x414x24
colours: Red, Green, Blue,
White

lumaspecvision.com | support@lumaspecvision.com | Specifications subject to change without notice. 2/3



LumaSpec Vision

LS-2BC datasheet

Dimensions
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