
Double angle line scan light (LNJ)
LS-LNJ series · Line scan lights · 21 models

Line scan light with a special optical design that projects light obliquely in a crossed pattern. A unique heat dissipation
structure extends its life, and it can be customized to the actual installation dimensions.

Features
•  Adopting a special optical design, the light is obliquely projected in a crossed pattern.
•  Unique heat dissipation structure to extend the life-span of the light.
•  Can be customized according to the actual installation dimensions.

Applications
•  Sheet stripe detection
•  Film scratch detection
•  Glass scratch detection
•  Metal damage detection

Common specifications

Voltage (V) 48

Colours Red, Green, Blue, White

Emitting width 20 mm

Outer cross-section WxH 50x91.5 mm

Mounting 2X4-M4, 10 deep on end face

Models

Model Power R (W) Power W/B/G (W) Emitting area (mm) Outer size L x W x H (mm)

LS-LNJ-100
colours: Red, Green, Blue,
White

39 39 100x20 130x50x91.5
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Model Power R (W) Power W/B/G (W) Emitting area (mm) Outer size L x W x H (mm)

LS-LNJ-150
colours: Red, Green, Blue,
White

42 50 150x20 180x50x91.5

LS-LNJ-200
colours: Red, Green, Blue,
White

50 58 200x20 230x50x91.5

LS-LNJ-250
colours: Red, Green, Blue,
White

58 68 250x20 280x50x91.5

LS-LNJ-300
colours: Red, Green, Blue,
White

60 90 300x20 330x50x91.5

LS-LNJ-350
colours: Red, Green, Blue,
White

65 80 350x20 380x50x91.5

LS-LNJ-400
colours: Red, Green, Blue,
White

80 110 400x20 430x50x91.5

LS-LNJ-500
colours: Red, Green, Blue,
White

115 150 500x20 530x50x91.5

LS-LNJ-600
colours: Red, Green, Blue,
White

150 180 600x20 630x50x91.5

LS-LNJ-700
colours: Red, Green, Blue,
White

180 210 700x20 730x50x91.5

LS-LNJ-750
colours: Red, Green, Blue,
White

200 220 750x20 780x50x91.5

LS-LNJ-800
colours: Red, Green, Blue,
White

200 220 800x20 830x50x91.5

LS-LNJ-850
colours: Red, Green, Blue,
White

240 260 850x20 880x50x91.5

LS-LNJ-900
colours: Red, Green, Blue,
White

240 260 900x20 930x50x91.5

LS-LNJ-1000
colours: Red, Green, Blue,
White

260 280 1000x20 1030x50x91.5

LS-LNJ-1100
colours: Red, Green, Blue,
White

300 330 1100x20 1130x50x91.5

LS-LNJ-1200
colours: Red, Green, Blue,
White

340 370 1200x20 1230x50x91.5

LS-LNJ-1300
colours: Red, Green, Blue,
White

380 400 1300x20 1330x50x91.5

LS-LNJ-1400
colours: Red, Green, Blue,
White

430 450 1400x20 1430x50x91.5
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Model Power R (W) Power W/B/G (W) Emitting area (mm) Outer size L x W x H (mm)

LS-LNJ-1500
colours: Red, Green, Blue,
White

440 480 1500x20 1530x50x91.5

LS-LNJ-1600
colours: Red, Green, Blue,
White

440 480 1600x20 1630x50x91.5

Dimensions

Performance
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