
Line scan lenses for 8K 5 um cameras (46 mm image circle)
LS-LSL-2 series · Line scan lenses · 2 models

1x Line Scan Lens. Line scan lens selection table: focal length, maximum image
circle, center magnification / working distance, FOV per camera type and
mount options.

Common specifications

Sensor class 8K 5 μm

Max image circle dia. 46 mm

Center magnification 0.1x

FOV with 8k 5 μm camera 133-1000 mm

FOV with 4k 7 μm camera 93-700 mm

FOV with 4k 5 μm camera 67-500 mm

Magnification range 0.04-0.3x

Mount options M42, M58, M72, F

Models

Model Focal
length

Center
working
distance

Center
conjugate
distance (I.O)

Working
distance
range

Conjugate
distance
range (I.O)

Magnification
range (WD/Mag
data)

Working
distance
range (WD/
Mag data)

LS-
SLS4032M-0.1X

40 mm 400 mm 485 mm 155-1050
mm

248-1132 mm 0.0402-0.2994x 155-1050 mm

LS-
SLS5028M-0.1X

50 mm 500 mm 574 mm 180-1265
mm

268-1340 mm 0.0398-0.299x 180-1270 mm

More values per model (Conjugate distance range (WD/Mag data)) are on each product page.
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