
Double USB3.0 area scan camera (DU series)
LS-MV-DU series · Area scan cameras · 3 models

This series of
Mono industrial
cameras with dual
USB3.0 interfaces
boasts advantages
such as fast data
transmission and
no need for
additional
acquisition cards

Features
•  10G

communication
bandwidth.

•  High
performance
hardware
image
processor,
support a
variety of
image
processing,
reduce the host
CPU
consumption.

•  Built-in large
capacity frame
buýer to
ensure reliable
and real-time
transmission.

•  Ultra-low
power fanless
design, no dust
and zero
vibration.

Models

Model Target
size

Resolution Pixel
size

Frame
rate

Sensor Type Resolution (product
page)

Sensor

LS-MV-2500UM30-
DU

1.1" 5120*5120 2.5um 30FPS Global
Shutter

5120×5120 -

LS-MV-2501UM47-DU 4/3" 4112*4112 3.5um 47FPS - - 4/3"

LS-MV-2502UM30-
DU

1.1" 5120*5120 2.5um 30FPS - - 1.1"

More values per model (Shutter, Data interface, Lens Mount, Color/Mono, Optical Size, Mono/Color, Max Frame
Rate, Gain, Dynamic range, Exposure Time, SNR, Output Image Format...) are on each product page.

LS-MV-DU  datasheet
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