
Dot calibration targets (NRD)
LS-NRD series · Lens accessories · 6 models

The outline standard dimensions of Dot Calibration
Targets is 38, 50, 76, 100, 150, 200mm.

Features
•  The outline standard dimensions of Dot

Calibration Targets is 38, 50, 76, 100, 150,
200mm.

•  Its precision can reach +/-0.001mm after testing
by the China Institute of Metrology.

•  Any pattern,any size,quickly and low cost.
•  Any pattern, any size, quickly and low cost

(customization)

Common specifications

Substrate Soda Lime Glass

Thickness 2.3mm

Overall accuracy ±1um

Process Direct Laser Writing

Models

Model Dimension(mm) Eýecitve Area(mm) Array Dot Dia.(mm) Dot Spacing(mm)

LS-NRD-038-0.1-G/C 30*30 20.6 101*101 0.1 0.2

LS-NRD-038-0.2-G/C 38*38 31.4 79*79 0.2 0.4

LS-NRD-050-0.25-G/C 50*50 35.25 71*71 0.25 0.5

LS-NRD-076-0.5-G/C 76*76 60.5 61*61 0.5 1.0

LS-NRD-100-0.6-G/C 100*100 84.6 71*71 0.6 1.2

LS-NRD-100-1.0-G/C 100*100 81.0 41*41 1.0 2.0
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